AMATEUR STOCK RACING RULES          

· OEM STYLE TRACK- NO SHAVING OF LUGS 

· TRAIL STUDS ONLY - NO SHARPENING 

· WOODY MEGA BITS ARE LEGAL 

· JET THE MOTOR ,CLUTCH AND GEAR IT 

· ANY LEGAL FUEL ALLOWED 

· COOL DOWN CARTS ARE ALLOWED 

· TRAIL STUDS 3/4 " MAX PAST THE HIGHEST LUG OF THE TRACK 

· SLED MUST HAVE A TETHER CORD 

· DRIVER MUST WEAR LONG SLEEVE SHIRT, BOOTS OVER THE ANKLE, AND EYE PROTECTION, TEK VEST RECCOMMENDED
· Full Ride Height (no tie downs) 

· NO MOTOR MODS

· STOCK AIR BOX OR K & N FILTERS

· STOCK CLUTCH AND MOTOR, STOCK EXHAUST

AMATEUR IMPROVED TRAIL STOCK 

· MUST BE FULL BODY TRAIL MACHINE 

· ANY MOTOR MODIFICATIONS 

· ANY FUEL IS ALLOWED 

· SLED CAN BE TIED DOWN, BUT MUST MAINTAIN 2 " OF TRAVEL FRONT AN BACK WITH THE DRIVER ON IT 

· NO SPEED TRACKS ALLOWED - TRAIL CARBIDE STUDS ONLY 

· WOODY 'S MEGA BITS ARE ALLOWED 

· NO RACE PIPES ARE ALLOWED-PERFORMANCE TRAIL PIPES ALLOWED 

· TRAIL SUDS MAX LENGTH 3/4" PAST THE HIGHEST LUG OF THE TRACK 

KING OF TRAIL
 
CLASS RULES:
 
-Must be full bodied, stock chassis “trail sled”. (No pro stock or lay down style sleds)
 
-All engine modifications, including turbo and nitrous are allowed.
 
-Trail track; chisels and picks are allowed.
 
-Must maintain minimum 2” suspension travel for safety.
 
(All safety rules for boots over ankle, tek-vest preferred, tether shut off, etc are mandatory as usual.)
ISR STOCK CLASS
· Motor 

Must be correct CCs for the class
Must have stock airbox(not modified) or filters
No component of the engine may be altered, changed, or enlarged from the manufacturers original stock spec. Blueprinting is not allowed. No removal of material whatsoever. This is to include polishing, port matching, deburring or material removal for the purpose of engine balancing or blue printing.
No more than one base gasket per cylinder.
Fuel injected snowmobiles will be allowed to use mechanical devices to alter fuel pressure and flow rates.
Engine must retain stock cooling system, except for the use of quick disconnects to aid in cooling.
Complete OEM exhaust must be as furnished and filed by the manufacturer for the model.
 

Drive
No machining of clutches for overdrive.
Any style weights will be allowed. You can remove material from weights by grinding, but no material can be added.

 Track suspension
The complete suspension must be used as furnished the manufacturer.
Extra wheels may be added.
 Track and traction
Any OEM or grass tracks will be allowed.
No shaving of any track
Minimum lug height is .500".
Any style studs may be used.
Studs may not be higher than .750 above the track lug.
 Ignition and Electrical
Ignition must be OEM for the model.
CDI or ECU may be reprogrammed.
ISR OPEN UNLIMITED
Any ISR Style NON-STOCK sled with chisel studs.
 

STOCK 4 STROKES
975cc 4 -strokes and higher to run in the 700 class.
974cc and lower to run in the 600 class.
Vintage Class Rules:

We will add a 340 class if we have enough participants!

Vintage "A"
440 CC Fan Cooled 


Vinatge “B”

440 CC F/A


Vintage "C"
440CC Liquid 

CC Class rules:

F/A run in Liquid class if less than 3 F/A entrants

440 CC class to be 440cc max

340 F/A or liquid to run in appropriate 440CC 


Required basic safety rules:

Working tether switch
Working brakes
Belt guard
Hood secured down
Full mud flap
Helmet and eye protection required

Long sleeves and pants required

Leather boots over ankles recommended

Required basic tech rules:

Engine and chassis must be 1985 or older with stock appearing hood.
No fuel injection, nitrous or turbos
Any "Gasoline" fuel can be used
No alcohol or nitro blends
No welded skis
Must have metal ski runners - no plastic or ski skins
Must have seat

Tracks to be OEM – no chisel picks or grass hooks

Frame must be sound and will be up to the discretion of Tech to determine - error will be on the side of caution

After market clutches allowed

The Tech will have final say on any dispute.
